JIANGSU XIANFENG DRYING ENGINEERING CO。，LTD

Tel: 0086-519-88930111   Fax: 0086-519-88930288

Feedback form of model selection for customers 

Please fill the form in detail so that we can provide you the most suitable model/design.!
Company       Аллегро-Специи                        Tel  8 962 6231095                                          

Add Россия г.Саратов ул. Арбатская 28 (俄罗斯，萨拉托夫市，Арбатская大街，28号)                                                   Факс (8452)56-94-93 
1. Raw material         糖粉、可可粉、香精混合物                                                                          
2. Shape of raw material
□Powder  
3. General characteristics of raw material
 Primary moisture of raw material:     6-10    %       
Specific gravity of raw material:    800       kg/m3
Max bearing temp. of raw material:   无数据     ℃                                                         
4. Special characteristics of raw material

   □Viscosity □Heat sensitive  □Explosion hazard □Gas permeability 

□Inflammability   □others:                         无数据                                         
5. Requirements for drying

Final moisture content of finished product: 6-8 %     Product capacity: 50-80 kg/h      
Finess of finished product:    1-3мм  Mesh
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Drying method: □Continuous drying □Drying in batch  
Others：    两个方案都考虑                                             
6. Required material of machine

 □parts contact with product are SUS304  
7. Heat source can be supplied

  □Electricity 

