 Cotización 
 

TO: N.L.
Tiempo de entrega: 2 meses después de recibir el depósito y el tubo de muestra.
Forma de pago: 30% tiene que pagar después de firmar el contrato de venta, y el saldo se debe pagar antes de la entrega. Aceptamos el pago por T / T o L / C irrevocable a primera vista.
1 USD= 6.25 RMB

Plazo de validez: 1 mes
Precio basado en: FOB SHANGAI, CHINA 

	Artículo no.
	Descripción de las mercancías
	Capacidad 
(L)
	Precio unitario

(USD/Pieza)

	1
	B.ZJR-5 Máquina Vacía de Homogeneización
	5
	6800

	2
	B.ZJR-10 Máquina Vacía de Homogeneización
	10
	8150

	3
	B.ZJR-20 Máquina Vacía de Homogeneización
	20
	9800

	4
	B.ZJR-50 Máquina Vacía de Homogeneización
	50
	12600

	5
	B.ZJR-100 Máquina Vacía de Homogeneización
	100
	15100

	6
	B.ZJR-200 Máquina Vacía de Homogeneización
	200
	21300

	7
	B.ZJR-300 Máquina Vacía de Homogeneización
	300
	29100

	8
	B.ZJR-500 Máquina Vacía de Homogeneización
	500
	38700

	9
	B.ZJR-1000 Máquina Vacía de Homogeneización
	1000
	67800

	10
	B.ZJR-2000 Máquina Vacía de Homogeneización 
	2000
	112300


El vendedor: SHANGHAI SUNWAY INTERNATIONAL TRADE CO., LTD.

Dirección : ROOM 806, TOWER 1, NO. 218 WEST TIANMU ROAD, ZHABEI DISTRICT, SHANGHAI, CHINA
Tel: 86-21-62411689,   Fax: 86-21-62411705. 

SWIFT BIC DE BANCO: SHRCCNSH

BANCO BENEFICIARIO: SHANGHAI RURAL COMMERCIAL BANK

Dirección del banco: FL.25, HUAMIN. EMPIRE PLAZA, 728 YANAN ROAD(W) SHANGHAI 200050 CHINA

A/C NO.: 324633145010039945

ZJR真空均质乳化机系列
ZJR VACUUM HOMOGENIZING MACHINE SERIES

适用于：物料的加热、溶解、均质乳化，真空脱气。是中高档乳剂膏霜类产品生产的首选设备。整套设备配有油相锅、水相锅、乳化锅、操作平台、控制柜。
特点：
1.超高粘物（50000C.P.S.以上）乳化搅拌容易，乳化颗粒可达2-5μm。
2.真空吸料生产频率高，操作简便可靠。
3.本机一台可做加热、融化、真空、均质冷却，一贯作业。
4.全不锈钢制造，真空搅拌卫生，无菌。
5.清洗方便
6．最新研制的陶瓷无间隙高剪切均质乳化机，能使物料颗粒直径达0.5μm。
Available for heating, melting, homogenizing and emulsifying materials, it is ideal device for paste-cream products of middle and high grades. This equipment includes oil phase boiler, water phase and emulsification vessels, operation platform and control tank.

FEATURE：
A. With sufficient mill and emulsification for the high adherence(over 50000 C.P.S.), the diameter of the emulsified grain can reach 2-5μm.

B. Using vacuum material sucking device with high frequency, simple and convenient operation.

C. The machine can be used for heating, melting, vacuum, homogenizing and cooling.

D. It is made of stainless steel and can be healthful and axenic in operation.

E. It is easy for cleaning.

F. The newest shearing and cutting homogenizing machine of non-clearance ceramic can make the diameter of the material reach 0.5μm..
主要技术参数（Main technical parameters）
	设备型号Type
	ZJR-5
	ZJR-10
	ZJR-20
	ZJR-50
	ZJR-100
	ZJR-200
	ZJR-350
	ZJG-500
	ZJG-1000

	乳化锅
Emulsifying

Phase Vessel
	工作容量(L)

Working Capacity (L)
	5
	10
	20
	50
	100
	200
	350
	500
	1000

	
	刮板搅拌功率(kW)

Rotation of Spatula (kW)
	0.1
	0.1
	0.37
	0.75
	1.50
	2.20
	2.20
	3.0
	7.5

	
	刮板搅拌转速(rpm)

Rotation of Homogenizing Unit (rpm)
	50
	50
	9-52
	22-126
	21-118

(变频调速)
	21-118

(变频调速)
	0-80

(变频调速)
	0-80


	0-80



	
	均质机功率(kW)

Power of Homogenizing Unit (kW)
	0.18
	0.18
	0.55
	0.75
	1.5
	4.0
	5．5
	7.5
	11

	
	均质机转速(rpm)

Rotation of Homogenizing Unit (rpm)
	2800
	2800
	2800
	2800
	2800
	2800
	2900
	2900
	2930

	
	外形尺寸(mm)

Dimensions (mm)
	ф300×300
	ф350×320
	ф450×400
	ф550×480
	ф650×780
	ф800×800
	ф960×980
	Φ1050×1080
	Φ1350×1180

	油水相锅
Oil-Water

Phase Vessels
	工作容量(L)

Working Capacity (L)
	3
	6
	14
	35
	70
	140
	230L
	300
	650

	
	搅拌机功率(kW)

Power of Spatula (kW)
	0.06
	0.06
	0.18
	0.37
	0.37
	0.55
	0.75
	1.1
	2.2

	
	搅拌机转速Rotation of Spatula
	1400
	1400
	1400
	1400
	1400
	1400
	1400
	1400
	1400

	
	外形尺寸(mm)

Dimensions (mm)
	ф260×290
	ф300×390
	ф350×400
	ф500×400
	ф610×760
	ф710×780
	ф860×980
	ф950×825
	ф1150×1025

	
	电热管功率(kW)

Power of Electric Heater (kW)
	1.0×6
	1.0×6
	1.0×6
	1.5×6
	2.5×6
	3.0×6
	4.0×6
	5.0×9
	7.0×9

	真空泵
Vacuum Pump
	功率(kW)

Power (kW)
	0.37
	0.37
	1.5
	1.5
	1.5
	2.2
	3.5
	5.5
	5.5
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