Spot Welder


	Introduction 　:

	 Application and Characteristics
 
1. Universal Micro-computer Control AC Resistance Welder
2. It can adjust compression speed and stroke of top electrode
3. It has good emergency ability and fast pointing speed;
4. The bottom electrode arm can be moved forward and backward according on the shape of the welded materials;
5. It is high-strength mechanical body with impact and vibration resistance; 
6. It is equipped with high-reliability controller


Foot Welder
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	Introduction 　:

	The product is featured by small size, simple operation, applied to various pot welding for small work pieces with the technical parameters: 12KVA，16KVA，25KVA，35KVA.



	

	Automatic Projection Welder 
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	Introduction 　:

	Characteristic:
1. Straight-line and line full automatic baiting, it can reach high productivity (0.6 second/row)
2. It is with high interchangeability so that it can set different specifications of nets simply and quickly
3. The subsequent ancillary equipment can increase according to the requirement of your company so as to comply with the requirement or your company
Application: 
Such automatic welding as furniture mesh, carcase, barbecue mesh, construction mesh, industrial net and wire table


DN Series Air-powered Spot-welder
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	Introduction 　:

	Parameter/Model
Rated Capacity(KVA
Input Voltage
Input Current（A）
Floating Voltage（V）
Arcing Time Factor
Electrode Extension Distance mm
Welding Thicknessmm
DN-25
25
（Single Phase)
380V 50Hz
65
3.5
20%
350
0.5＋0.5－3＋3
DN-35
35
92
3.8
350
0.5＋0.5－4＋4
DN-50
50
131
5
520
1＋1－4.5＋4.5
DN-75
75
197
6.3
520
1＋1－5＋5
DN-100
100
263
7.6
560
1.5＋1.5－6＋6
DN-150
150
395
8.4
560
1.5＋1.5－7＋7
DN-200
200
510
10
560
1.5＋1.5－9＋9



Copper and Aluminum Pipe Butt-welder
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	Introduction 　:

	Mode Number/Parameter
Rated Capacity (KVA)
Welding Capacity (Diameter)
Low Carbon Steel
Aluminum Bronze
UN-30
30
6-16
5-12
4-10
UN-50
50
8-18
6-14
5-12
UN-75
75
8-25
8-22
8-20
UN-100
100
10-35
10-30
8-28



Lamella Welder
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	Introduction 　:

	Special welding equipment series——welding equipment of household industry
ZDNP-80
Platform articulated polyarticular single-side & single-point welder
Platform articulated polyarticular single-side & single-point


Air-powered Spot-welder Series: DN series air-powered AC projection welder
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	Introduction 　:

	Description: technical parameter and property of products  fast: it only needs 0.02 seconds in each welding; Secondary discharge: two-segment discharge, it improves the welding stability largely, and it can make preheating treatment or drawing temper for special materials; Security: control the voltage lower than 24V, it complies with CE safety standard of EC; Environment protection: it does not use such brazing filler metal as plumbum without pollutant discharge; Economy: few energy consumption and high efficiency. Item/Model rated capacity, rated primary voltage, rated frequency, maximum short circuit current and maximum welding input load continuous rate.


Air-powered Spot-welder Series: DN series air-powered AC projection welder
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	Introduction 　:

	Description: product technical parameter and property special design all-in-one pressure cylinder make sure the stability and following of pressure and welding speed. Multi-channel forced water cooling system assures the reliability of long-term operation. Use both pot welding and projection welding, it can give play to welding performance largely. It is allocated with such multi-functional microcomputer controller as constant voltage, constant current, multi-section electric discharge, grade climbing and colony settlement control, so it can satisfy high requirement of welding product quality for customers easily.


Foot Pedal Welding Series: DN series spot-welder
[image: image8.jpg]



	Introduction 　:

	Rated Capacity
40KVA
63KVA
80KVA
100KVA
Rated Load Continuous Rate
50%
50%
50%
50%
Rated Primary Voltage
380V 50Hz
380V 50Hz
380V 50Hz
380V 50Hz
Rated Primary Current
100A
166A
210A
263A
Adjustable Series
Controlled silicon infinitely variable adjustment
Controlled silicon infinitely variable adjustment
Controlled silicon infinitely variable adjustment
Controlled silicon infinitely variable adjustment
Secondary Voltage
0-5.9V
0-6.2V
0-6.8V
0-7.3V
Rated Welding Thickness
1.5＋1.5mm
2.5＋2.5mm
3＋3mm
4＋4mm
Maximum Welding Thickness
3＋3mm
4＋4mm
5＋5mm
6＋6mm
Vertical OperatingStroke of Electrode Length
650mm 100mm
550mm
100mm
550mm 
220mm
Adjustable 
450mm
220mm
Adjustable 
Electrode Maximum Voltage
5000N
5000N
5000N
5000N



Foot Pedal Welding Series: DN1 series AC foot spot-welder
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	Introduction 　:

	Description: case, iron wire handicraft article and sheet-metal welding are applicable to multi-purpose electrode change with most economic option. Bottom arm can be adjusted by the orientation of up, down, left, right, front and back. It is a real doddle for difficult welding technique. Reasonable lever weighting and distribution electrifying structure operates flexibly, conduction of electricity is reliable and durable. Halfwave IC control circuit carries out halfwave control for output current to reduce splash and improve welding efficiency. Main technical parameter of equipment  Model/item rated capacity rated primary voltage.


FN Air-powered Seam Welder
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	Introduction 　:

	FN Air-powered Seam Welder
Characteristics of the products manufactured by our company: current stabilization, minimal splash, strong penetrability, simple operation, fast welding rate, high benefit, electricity-saving, low welding cost, wide application scope, it can weld such materials as stainless steel, iron, carbon steel, copper and aluminum, and it is applicable to such tubing and iron wire processing industries as machinofacture, medical appliance, sports equipment, bicycle, hardware furniture and lighting.


