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无锡贝瑞斯机械设备有限公司

WUXI BALANCE MACHINERY EQUIPMENT CO., LTD
Add: 1112, No. 158, Wangzhuang Road, Wuxi City, Jiangsu Province, China

Tel: 0086-510-83115339    Fax: 0086-510-83113616    Mobile: 0086-158-616-98920

Skype: platform_balance       MSN: platform_balance@hotmail.com 
Email: angela@cnplatform.com            Web: www.cnplatform.com 
Contact: Angela Wang
QUOTATION
To: Mr. Zaouil Mohamed                         Quote No.: 13BRS010610
	Suspended Platform
220V/ 3 Phases/ 60Hz

	Product
	Configuration
	QTY

	ZLP630
	1. Material: Steel
2. Platform length: 6 mtrs (2+2+2)
3. Length of Steel wire rope: 100 mtrs * 4 pcs

  Length of Power cable: 100 mtrs * 1 pcs
4. Surface treatment: Hot galvanization
5. Counterweight: 900kg (25kg * 36 pcs) —Cement

6. Rated Capacity: 630kg

7. Hoist Model: LTD6.3
8. Electric control box: Schneider brand
9. Safety Lock: LSF30 Anti-tilting Type (30Kn)
10. Power cable model: 3*2.5+2*1.5mm²
	1 SET

	FOB SHANGHAI PORT, CHINA ------ US$ 2,740
Delivery by LCL with other clients’ products

	ZLP630
	1. Material: Aluminum Alloy
2. Platform length: 6 mtrs (2+2+2)
3. Length of Steel wire rope: 100 mtrs * 4 pcs

  Length of Power cable: 100 mtrs * 1 pcs
4. Surface treatment of Stirrup and Suspension Mechanism

 — Hot galvanization
5. Counterweight: 900kg (25kg * 36 pcs) —Cement

6. Rated Capacity: 630kg

7. Hoist Model: LTD6.3
8. Electric control box: Schneider brand
9. Safety Lock: LSF30 Anti-tilting Type (30Kn)
10. Power cable model: 3*2.5+2*1.5mm²
	1 SET

	FOB SHANGHAI PORT, CHINA ------ US$ 3,065
Delivery by LCL with other clients’ products


Above includes the following items:
	No.
	Item
	QTY (ZLP630)
	Note

	1
	Suspension Platform
	3 pcs(2m)
	6000*760*1230mm
Steel with Hot galvanization
or Aluminum Alloy

	2
	Stirrup for hoist
	2 pcs
	Hot galvanization

	3
	Suspension Mechanism
	1 set = 2 pcs
	Hot galvanization

	4
	Electric control box
	1 pcs
	Schneider brand

	5
	Hoist
	2 pcs
	LTD6.3 (1.5kw)

	6
	Safety lock
	2 pcs
	LSF30 (30Kn)

	7
	Power cable
	1 pcs (100mtrs/pcs)
	3*2.5+2*1.5

From Wuxi Cable Factory

	8
	Wire rope
	4 pcs (100mtrs/pcs)
	Φ8.3   Fasten brand

	9
	Counter Weight
	25kg×36pcs
	Cement

	10
	Heavy hammer
	4 pcs
	Cement

	11
	Wall roller
	2 pcs
	Gas filled wall rollers


Balance Advantages:
1. Hoist: We have advanced imported equipment, ensure and increase the precision of each part of hoist. The procession as follows:

2 sets 10T Smelting furnaces (melt aluminum strip to aluminum water, the proportion is very strict) → 4 sets 500T-2500T die casting production lines, operated by Robot from Japan (make aluminum housing, no factory own this machine) → Chip removing by man → Ball blast machine (Surface treatment to make pattern well-proportioned, some factory has no such process) → Powder coating → 50 sets CNC procession machines do external clean-up and procession → Cleaning machine (washing out all the leftover, some factory has no such process) → Start assemble (assemble scroll wheel and worm, etc)(fill oil, press bearing are all accomplished by machine, which ensures high accuracy, most of factory use hammer to hit);

http://v.youku.com/v_show/id_XNTMyMzA4ODQ0.html, is our Hoist manufacturing process video, please click, and the password is ‘balance’.

2. Safety Lock: Copper (Cu) material, 30kn brake torque, lock steel wire rope within 3-8 degree;

3. Electric control box: We use 4 pcs contactor (some factory only use 3 pcs), our 4 pcs contactors, 2 pcs thermal relay, 1 pcs transfer switch, 2 pcs up and down buttons are all Schneider brand. Some factory only use Chint brand or only use 3 pcs Schneider contactor, then they call they use Schneider brand electric box. 

4. Power cable: We use 3*2.5+2*1.5 model, some factory only use 3*1.5+2*1. And we use Wuxi Cable Factory brand, which is Chinese first-class brand. Some factory only use other brand. The quality is different.

5. Steel wire rope: We use Fasten brand, which is first-class brand. Some factory use other brand, quality is different.
6. Surface treatment: Hot galvanization, Some factory only use plastic coating, will rust soon.

7. Platform size: Our platform width is 760mm, some factory only 690mm; Height is 1230mm, some factory only 1180mm.

Summary:

1. Terms of validity: 1 month

2. Payment: USD 100% paid in advance by T/T.
3.  Time of Delivery: 15-20 working days after receipt of the payment.
4.  Conveyance: 9 Sets of 20’ft container and 14 Sets of 40’ft container.
5.  Warranty: 1 Year.

