Wenzhou Zenbo Printing Machinery Co.,Ltd
Tel: +86-577-65159799; Fax: +86-577-65159699

Web Site: http://www.wzzenbo.com; Email: service3@zenbomachine.com
Mob:86-13758782628;  Skype:ddwugg


QUOTATION

	ITEM
	NAME AND MODEL OF GOODS
	UNIT PRICE
	NOTE

	Handbag Forming Machine ZB1300B
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	US$86,000
(FOB Ningbo)


	Two cold glue devices


	Terms of Payment
	30% T/T as deposit; 70% T/T as balance before shipment.

	Delivery Date
	40 days(after receiving the deposit)

	Port of Loading
	Ningbo Port/Shanghai Port(FOB)

	Port of Destination
	

	Packaging 
	Vacuum package, Wooden box

	Guarantee
	One Year(12 Months) including the spare parts, except for :

1. normal wear and tear of wearing parts

2. human damage

	Installation & Training
	After Shipment And Receiving Machine In The Buyer’s Factory, On The Basis Of Buyer Announcement, The Seller Must Send One Technician To Installing The Machine And Training To Buyer. The Staying Duration Of Technician Will Be there for Several Working Days. The Buyer Will Pay The Ticket, Hotel, Meal And Lodging And Local Transportation During The Stay. The Seller Should Charge Least USD100 Per Day For Salary Of Technician If Over The Train Period.The Proper Installation And Training Must be Confirmed By Buyer.

	Insurance
	To be Effected by the Buyer.


ZB1300B Sheet-feeding Paper Bag Forming Machine：

ZB1300B sheeting feeding paper bag forming machine is suitable for the mass bag production of special paper and different types of polished and laminated paper(already creased sheet of paper as raw materials). It is the first choice for manufacturing high-grade and luxury handbags. The paper goes automatic feeding by feeder(frequency control), automatic positioning by guide and line aligning system, automatic pasting by roll glue device, automatic folding organ, pressing and output. This product applies a number of proprietary technologies. It uses touch screen man-machine interface operation, making production high precision, fast and convenient to adjust and control. Using digital system to control the production process which lay a solid foundation of standardized production process.

1）Working Procedure
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2）Range for Machining

Suitable for top grade bag (pre-creased paper sheets), 10,000PCS mass production.
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Suitable Paper: Kraft paper, art paper(including film adhesive paper)

A B C D
FART  MaxSize 1250 600 185 430
IR MinSize 500 280 55 185

KRS

Main Technical Parameters

HEREAIAE Max.sheet (LxW) ~ 1250x600mm
YR A Min.sheet (LxW) ~ 500x280mm
AKeE Sheet weight 100g-350g/m?
RERE Bottom Width 55-185mm?
BHIThE Total power 10kw

SR ({xEEX®) Machine size 10100x2400x1800mm
HIGRE Speed 80-100bags/min
PRER Total weight 6T

fEE FRRRAK Glue Type B

Water soluble cold glue



Paper type: Kraft paper, art paper, white board, laminated paper etc.

Glue Option：

Water soluble glue（Roller gluing system。

Hot-melt spray gun system is optional, non-pollution.
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Paper pressing system is 

optional.
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Big side pasting & Small 

 side pasting is adjustable.

Enhanced pre-stack paper feeder, non-stop feeding. This helps you save a 

lot of time.
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Screw rod scale helps
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Optional comfiguration Nordson hot melt adhesive system:
fast adhesion product quickly enter the next proce:




to reduce the time of

adjusting different
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bag sizes.

Equipped with good parts and functions
	Main parts and original place

	No.
	Name
	place
	brand
	No.
	name
	place
	brand

	1
	Main motor
	China
	Fangda
	6
	Touch screen
	Taiwan
	weinview

	2
	Feeder
	China
	ZENBO
	7
	electric components 
	France
	schneider

	3
	transducer
	France
	schneider
	8
	Main bearing
	Japan
	NSK

	4
	PLC
	Taiwan
	Delta
	9
	photoelectric switch
	Korean
	Autonics

	5
	Electromagnetic clutch
	Taiwan
	chaintail
	10
	copper creaser
	China
	ZENBO

	Configuration

	1. Automatic feeding
	2. Align guide
	3.Automatic crease
	4.Pre-stacker feeder


Other optional confirguration:


Finished bags


Screw rod scale





Non-stop feeder





Gluing system








Pressing
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