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Jiangsu Gongtang Chemical Equipments Co., Ltd.

江苏工搪化工设备有限公司

	Country/Region(国家/地区):                 
	Date(日期)：                             

	Customer(客户)：                         
	E-mail:                                   

	Address(地址)：                          
	Phone (电话)#                            

	Customer Contact(客户联系人)：            
	Fax(传真)#                               


	DESCRIPTION OF PROCESS(工艺说明)

	

	OPERATION INFORMATION (操作信息)

	□Blending and Motion(混合作用)

	Degree of Agitation (搅拌程度)
	□Mild(温和型)
	□Medium (中等程度)
	□Violent (剧烈型)

	□Solids Suspension(固体悬浮)

	％Solid by Mass

(固体以质量计百分比)
	
	Solid SG

(固体颗粒比重)
	
	Particle Diameter

(颗粒直径)
	
	Mixture SG

(混合物比重)
	

	□Gas Dispersion (气体扩散)

	Gas Flow Rate(ACFM or ml/min.)

气体流速(实际立方英尺／分 或毫升/分)
	

	PHYSICAL PROPERTIES (物理性能)

	
	Component 1

成分1
	Component 2

成分2
	Component 3

成分3

	Name (名称)
	
	
	

	Specific Gravity(比重)
	
	
	

	Viscosity (cP) (粘度)
	
	
	

	Temperature(温度)
	
	
	

	％Composition(成分)
	
	
	

	VESSEL INFORMATION (罐身参数)

	Serial Number (编号)
	
	Minimum Mixing Volume (最小混合体积)
	
	Maximum Mixing Volume

(最大混合体积)
	

	Material of Construction

(施工材料)
	□Q245R 

□Other (其他)
	Nominal Volume (公称容积)L  
	
	Full Volume (全容积)L
	

	Diameter(mm) (直径)
	Vessel：

（罐内）

Jacket：

（夹套）
	Type of Head (罐盖类型)
	□Normal(常规)

□10%SD

□Other(其他)
	Straight Side Length(mm)

(直边高度)
	

	Operating Temperature (使 用温度):℃
	Vessel：

（罐内）

Jacket：

（夹套）
	Operating Pressure(使用压力): MPa
	Vessel：

（罐内）

Jacket：

（夹套）
	Outlet Nozzle Size

(下料口尺寸)
	

	Design Temperature (设计温度):℃
	Vessel：

（罐内）

Jacket：

（夹套）
	Design Pressure(设计压力): MPa
	Vessel：

（罐内）

Jacket：

（夹套）
	Paint color

(油漆颜色)
	

	Structure (结构)

	□ Reactor(反应罐 )     □ Storage Tank(贮罐 )   □ Stainless steel cladding (包不锈钢 )

	□ Top Clamped(开式)   □ Top Welded(闭式)     □ Horizontal(卧式)   □ Half-Open(半开式 )

	□ Jacketed(夹套)  □ Non-jacketed(无夹套) □ Side bracket(挂耳式)  □ Supporting leg(支脚式)

□Center distance between Side Bracket(支座中心距 )                                          

	Manhole (人孔)

□ Ellipse (椭圆) 

□ Round (圆形) 

□ One sight glass (单视镜)       

□ Two sight glass (双视镜) 

□ Spring open assistance device (快开装置)  

□ Stainless steel cladding (包不锈钢)
	Flush valve (放料阀)

□ Manual (手动)

□ Pneumatic (气动)

□ Tantalum tip (钽钉)

	Glass lining （搪玻璃）

	Glass material(瓷釉): 
	□GT88－2068 Imported recipe glass(12months guarantee/质保12个月) 

□GT88－2011 Imported recipe glass(15months guarantee/质保15个月) 

□German Glass G3084(import with original package)/原装进口德国瓷釉(18months guarantee/质保18个月) 

	Nozzle Fully Glass Lined:

(管口包边)
	Position(位置):

□Man hole(人孔)  □Process Nozzle(工艺管口) □Outlet(下料口)  

Material(材质):

□Forged(锻造) □Castings(铸件)

	AGITATOR SET-UP(搅拌选型)

	Agitator Mat. Of Con.

(搅拌器材料)
	
	Finish (处理)
	

	Agitator Shaft Rotation Direction

(搅拌轴转向):


	□Clockwise(顺时针)

□Anticlockwise(逆时针)
	Agitation application

(搅拌作用的应用) 
	□Agitate During Emptying(排空过程搅拌)

□Agitate During Filling(加料过程搅拌)

	Type of Agitator(s)

(搅拌器类型)
	□Anchor(锚式)

□Gate(框式)

□Blade/Paddle(桨式)

□Impeller(叶轮式)

□Detachable(拆装式)

□Axial-flow(轴流式)

□Impeller + Blade(叶轮+桨)

□Other option(其他)            
	Flight(s)

搅拌层数
	

	Spacing/Off Bottom Clearance

(距离底部间隙)
	
	Span(s)(旋转直径)
	

	Agitation Nozzle Diameter

(搅拌轴径)


	□DN40

□DN50

□DN65

□DN80

□DN95

□DN110

□DN125

□Other option(其他)           
	Agitation Speed

(搅拌速率)
	□ 63RPM  

□ 85RPM  

□ 110RPM  

□ 130RPM  

□ Other(其他) 

               RPM 

	MIXING SYSTEM INFORMATION(搅拌系统信息)

	Current Running Speed

(转速)
	
	Motor(电机):
	□Normal (普通)

□Energy-saving(节能) 

□Ex-proof (防爆)

□V.F.(变频)

	Motor Power 

(电机功率) KW
	
	Motor RPM

(电机转速)
	

	Reducer(减速机): 


	□RF Vertical Gear/ RF立式齿轮

□KF Horizontal Gear/KF卧式齿轮   

□Other/其他
	Reducer Rack(减速机架):
	□DJ single point(单支点 )    

□SJ double points(双支点)    

□Four-column type with single point(四柱式单支点)

	Type of Baffles/Thermowell

(挡板/测温管类型)
	□ Round Themowell(圆形温套管)  

□ Flat Baffle(压扁式挡板)

□ With stuffing box(带填料装置)

□ Tantalum Tip(钽头测温) 
	Number of Baffles

(挡板数量)
	

	Num.of Dip Tubes/Spargers

(加料管数量)
	
	Type of Shaft Closure

(轴封类型)
	□Single(单端)

□Double(双端)

□Wet(湿式)

□Dry(干磨式)

	Other Technical Requirements(其他技术要求):
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