	Model
	ZLP630

	Material
	
	ALUMINUM ALLOY

	Rated Capacity
	kg
	630

	Lifting Speed
	m/min
	9.3 ± 0.5

	Platform Dimension L×W×H
	mm
	(2000×3)×690×1180

	Suspension Mechanism
	Rated Overhang of Front Beam
	mm
	1300

	
	Height of Front Beam
	mm
	1300~1800

	Hoist
	Type
	
	LTD6.3

	
	Quantity
	piece
	2

	
	Motor
	Type
	
	Y2EJ90L-4

	
	
	Power
	Kw
	1.5

	
	
	Voltage
	V
	380v/3phase/50hz

	 aaaaa
	
	Rotation Speed
	r.p.m
	1400

	
	
	Brake Torque
	N-m
	15

	Safety Lock
	Type
	
	LSG20

	
	Quantity
	piece
	2

	
	Allowable Impulsive Force
	KN
	20

	Weight
	Suspension Platform
	kg
	181

	
	Hoist
	kg
	50×2

	
	Safety Lock
	kg
	5.5×2

	
	Suspension Mechanism
	kg
	312(no-including Counter weight)

	
	Electrical Control Box
	kg
	15

	
	The Whole Machine
	kg
	619

	
	Counter weight  
	kg
	900(25×36pcs)

	Wire Rope
	4×31SW+NF-8.3
	100m
	Φ8.3 (4 pcs)

	Power Cable
	3×2.5+2×1.5YC-5
	100m
	1 pcs

	FOB SHANGHAI
	USD
	
	$2550/SET


WUXI ZHENDA AUTOMATION EQUIPMENT CO., LTD

QUOTATION:

	SAMPLE PHOTOS:
	

	1.SUSPENDED PLATFORM FRAME            
	5.CONTROL PANEL                   
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	  2.SUSPENSION MECHANISM    
	6.STEEL WIRE ROPE
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	3.HOIST 
	7.POWER CABLE
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	4.SAFETY LOCK  
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	Remarks：
	

	1
	Payment: USD 30% paid in advance by T/T and rest 70% paid before ship dispatch or upon customer’s inspection by T/T.

	2
	Produce time: 7 working days from receipt of the payment.

	3
	Other terms: The currency rate between USD and CNY is calculated as 1:6.15

	
	All final price are subject to the exchange rate and may adjust accordingly.
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