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Shanghai Zhonghe Packing Machinery Co., Ltd

Add: No 88, Yu Jia Zhi Rd, Songjiang, Shanghai, China

Tel: +86-21-57739231 ext 104

Fax: +86-21-57739231 ext 107

Contacter: Fish Yu   E-mai: fish@zhonghe8.com
To: Fatou Mboup from Senegal  mboupfatou1@gmail.com                  Date: July 3, 2015

DCK-300 GRANULE PACKING MACHINE
This series installed granule cup dosing system granule products such as seasoning, monosodium glutamate,sugar, coffee, etc.

Features

1. Bag-making, measuring, filling, sealing, cutting and counting are all finished automatically.

2. Either under set length control or photo-electronic color tracing, we set bag length and cut in one step. Time and film saving.

3. The temperature is under independent PID control, more suitable for different packing materials.

4. Optional device: Ribbon printer, gas flushing device, air expeller device, hole punch device, tear notch device,vibrator, batch cutter.

5. The driving system is simple and reliable, and maintenance is easy.

6. Applicable material should be composite films like: PET/PE, Paper/PE, PET/AL/PE, OPP/PE.
MACHINE PICTURE
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Technical Specification 

	Item
	Description of Item
	Unit Price
	Qty.
	Total Price

	
	
	in USD
	
	in USD

	1
	Machine
	Automatic Granule Packing Machine
	6000
	1
	6000

	
	Model
	DCK-300 (max film width to be 300mm through change bag former )
	
	
	

	
	Sealing type
	Center sealing  
	
	
	

	
	Measurement
	Cup type (10-15g granule, actual volume depend on sample )
	
	
	

	
	Cutting type
	Zigzag cutter
	
	
	

	
	Sealer
	Horizontal sealer: line

Vertical sealer: diamond
	
	
	

	
	Packing speed
	40 - 60bag/min （Depend on Products）
	
	
	

	
	Bag size
	W:30-140mm(through change bag former)                                                 L:30-165mm(adjustable)
	
	
	

	
	Total power
	2150W
	
	
	

	
	Voltage
	220V or 380V
	
	
	

	
	Machine Net Weight
	250Kg  
	
	
	

	
	Mainframe Dimensions
	L×W×H： (1010x730x1780)mm
	
	
	

	
	Material
	Stainless steel 304 
	
	
	

	
	Includes
	Inverter, photo sensor, ribbon printer, a vibrator, one bag former and one cup set
	
	
	



Guarantee: One year from the date of shipment against any manufacturing defects
Shipment: Within 20 working days from receiving 30% deposit

Payment:T/T, 30% deposit in advance and full payment before delivery
MORE DETAILS PICTURES AS BELOW
1. Sealing and cutting part with tear notch
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2. Granule dosing system - cup kind
It is volume way not weigh. We make cup sets according to different material’s density and requested weight.
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3.Date coding ribbon printer
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4.sample bag
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5. tool box


Features


1. heating code printer


2. three lanes


3. each lane can put 13 codes (each code W2mm H3mm)


4. easy to change codes (0-9, A-Z)


5. Use ribbon, each roll 100m








