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DCJ-300 PASTE PACKING MACHINE
This series installed plunger pump dosing system paste products such as shampoo,sauce, ketchup, honey, cream, etc.

Features

1. Bag-making, measuring, filling, sealing, cutting and counting are all finished automatically.

2. Either under set length control or photo-electronic color tracing, we set bag length and cut in one step. Time and film saving.

3. The temperature is under independent PID control, more suitable for different packing materials.

4. The driving system is simple and reliable, and maintenance is easy.

5. Applicable material should be composite films like: PET/PE, Paper/PE, PET/AL/PE, OPP/PE.
FINISHED SAMPLE POUCH 
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[image: image1.png]



Technical Specification 

	Item
	Description of Item
	Unit Price
	Qty.
	Total Price

	
	
	in USD
	
	in USD

	1
	Machine
	Automatic Paste Packing Machine
	6500
	1
	6500

	
	Model
	DCJ-300
	
	
	

	
	Sealing type
	Pillow/back sealing
	
	
	

	
	Measurement
	Paste piston pump
(10-30ml or 20-100ml adjustable)
	
	
	

	
	Cutting type
	Pneumatic straight cutter with tear notch
	
	
	

	
	Air requested
	0.6Mpa
	
	
	

	
	Product
	Honey or peanut butter need hot filling
	
	
	

	
	Hopper
	Heating jacketed hopper with separate temperature controller
	
	
	

	
	Sealer
	Horizontal sealer: line
Vertical sealer: diamond
	
	
	

	
	Packing speed
	40 - 60bag/min （Depend on Products）
	
	
	

	
	Bag size
	W:30-140mm(need different bag formers)

L:50-150mm(adjustable)                                    
	
	
	

	
	Total power
	2050W
	
	
	

	
	Voltage
	220V 
	
	
	

	
	Weight
	265Kg  
	
	
	

	
	Machine size
	L×W×H： (930x730x1980)mm
	
	
	

	
	Material
	Stainless steel 304 
	
	
	

	
	Includes
	Inverter, photo sensor, a bag former, date coding ribbon printer and heating jacketed hopper replace standard hopper
	
	
	

	Total FOB port Shanghai in USD
	6500


Guarantee: One year from the date of shipment against any manufacturing defects
Shipment: Within 15 working days from receiving 30% deposit

Payment:T/T, 30% deposit in advance and full payment before delivery
DETAILS PICTURES AS BELOW

1. Paste dosing system – plunger pump kind
It is volume way not weigh. You can get different volume (ml) after pump adjusted.
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2. Date coding ribbon printer
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3. heating jacketed hopper
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End cut is straight


There is a tear notch to tear sachet easily and no any pollution during drink


It is popular seal type in the market








