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WENZHOU XINDA ZIP LOCK BAG MAKING EQUIPMENT CO.,LTD

                   SJ50B Zip film blowing machine 
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Usage: 
1. This film blowing machine is specially designed to blow zip lock bag film. 

2. It adopts the spiral die heads to blow out the film and the zipper strip at the same time;
3. This extruder can blow our different kinds of zip lock bags film because of different design of the die heads, such as normal zip lock film, slider zip lock film and double zipper film, double track zipper film, kangaroo bag film, saddle bag film etc. All of them can be made according to the customers’ requirements.
Characteristics:
1. This machine adopts spiral die head (the die heads are designed by our company, which have obtained the national patents).
2. Its charging barrel and screw are made of the high quality alloy steel, and chrome plated, having the features of strong abrasive resistance, heat resistance and deformation resistance.
3. This machine adopts the automatic inflation controller, which makes it easy to control the tube film’s size and thickness.

4. The tail frame of this machine adopts the torque motor single reeling machine, which overcomes the shortcoming of the over length of machine, reduces the floor area of the machine and decreases the quantity of waste product.
5. It is characterized by simple structure, easy operation, attractive appearance, high automation and good control performance.

Main configuration 
1. Its hard tooth-faced speed reducer is famous brand in China

2. Its main motor adopts Panasonic frequency converter

3. Its vice motor adopts Panasonic frequency converter

4. Its main electric motor: Famous band in China specially made according to your special voltage requirement. 

5. Its electricity and switch in the controller adopt Schneider brand

6. The temperature controller adopts Omron.                                                                                                                                            

7. Its outer connecting line adopts the entirety flat cable tank

8. Its stairs and handrail have been broadened and thickened, and reinforce the bottom of the high frame of the machine.

9. Its outer uses the high quality spray painting.
10. The Heater Band of the screw adopts Porcelain heating circle

11. Its fan and motor of the winding part are controlled by the frequency conversion.
Main technical data
	Model 
	SJ-50B

	Material 
	LDPE

	Speed 
	7-11m/min

	Width of bag 
	80-400mm

	Thickness of film            
	0.03 – 0.22 mm     

	Screw diameter
	50 mm

	Screw ratio
	30:1

	Heater 
	10 kw

	power
	15 kw

	Main motor
	7.5kw

	Overall dimension (L-W-H)
	5200 x 1600 x 4200(*5200) mm

	Output 
	5-15kgs/hr


Wenzhou Xinda Zip Lock Bag Making Equipment CO.,LTD
555 the second road ruian economic development zone,wenzhou city,zhejiang province,China.

Tel: 86-577-65155000     Fax:86-577-65155080  Mob:86-15888200169

Email: nora1176@xindamachine.com 

Skype: norashao1  
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