API 5L Seamless Line Pipe
Qty 02
Carbon steel pipe, API 5L Gr.B dual range, 12 M LONG, seamless, beveled ends without coating, diameter size O4” E =0.237"PSL 1.
Weld Neck Raised Face Flanges /Standards ASME B16.5, Compliance A105
Qty 07
4” Weld Neck Raised Face Flange, Body Material Carbon Steel, ASTM A-105 designation, Connection Type Flange, Class 300, Standards ASME B 16.5
Qty 06
4” Weld Neck Raised Face Flange, Body Material Carbon Steel, ASTM A-105 designation, Connection Type Flange, Class 150, Standards ASME B 16.5
Qty 01
2” Weld Neck Raised Face Flange, Body Material Carbon Steel, ASTM A-105 designation, Connection Type Flange, Class 300, Standards ASME B 16.5
Qty 02
1” Weld Neck Raised Face Flange, Body Material Carbon Steel, ASTM A-105 designation, Connection Type Flange, Class 300, Standards ASME B 16.5
Qty 03
Straight Tees, Body Material Carbon Steel, Pipe Size 4 In. Connection Type Buttweld, Standards ASME B16.9, and Compliance A234 GR WPB
Qty 02
Concentric Reducer. Body Material Carbon Steel, Pipe Size 4 In. x 3 In. Connection Type Buttweld. Standards ASME B16.9. Compliance A234 GR WPB. SCH40. EXTERNAL CORROSION COATING PAINTING
Qty 01
Concentric Reducer. Body Material Carbon Steel, Pipe Size 3 In. x 2 In. Connection Type Buttweld. Standards ASME B16.9. Compliance A234 GR WPB. SCH40. EXTERNAL CORROSION COATING PAINTING
Qty 02
Concentric Reducer. Body Material Carbon Steel, Pipe Size 3 In. x 1 In. Connection Type Buttweld. Standards ASME B16.9, Compliance A234 GR WPB. SCH40. EXTERNAL CORROSION COATING PAINTING
Qty 56 
STUDBOLTS STEEL SIZE ¾”X 5”
 ASTM A-193 GR. B7.  With two hex nuts hexagonal steel ASTM A-194 GR. 2H. 

Qty 40 
STUDBOLTS STEEL SIZE 5/8” X 4”
 ASTM A-193 GR. B7.  With two hex nuts hexagonal steel ASTM A-194 GR. 2H.
Qty 08 
STUDBOLTS STEEL SIZE 5/8” X 3- 1/ 2”
 ASTM A-193 GR. B7.  With two hex nuts hexagonal steel ASTM A-194 GR. 2H.
Qty 05
90° Elbows CARBON STEEL size diameter 4”
 Seamless, dimensions conform to ASME B16.9 & material conforms to ASTM SA-234 Grade WPB
Beveled ends
Qty 02
90° Elbows CARBON STEEL size diameter 1”
 Seamless, dimensions conform to ASME B16.9 & material conforms to ASTM SA-234 Grade WPB
Beveled ends
Qty 01
[bookmark: _GoBack]Plug threaded NPTM carbon steel ASME A-105, 3000# diameter 1" 
Qty 03
Coupling carbon steel (threadolet) ASTM A-105, 3000# thread NPTH MSS-SP 97. Diameter ¾” x 3”



