JIANGSU XIANFENG DRYING ENGINEERING CO。，LTD

Tel: 0086-519-88930111   Fax: 0086-519-88930288

Feedback form for model selection 
Please fill the form in detail so that we can provide you the most suitable model/design.
Company                                               Tel                                            

Add                                                     Fax                                           

1. Raw material                                                                                     
2. Shape of raw material
□Micro powder  □Powder  □Granule  □Block  □Flake  □Fabric form  □Filter cake  □Mushy   □Paste  □Liquid  □Other:                  
3. General characteristics of raw material(feed into spray dryer)
 Primary moisture of raw material:         %  
 (Or solid content of raw material:          %  )  
Specific gravity of raw material:          kg/m3
Max bearing temp. of raw material:       ℃      
Handle capacity for raw material:         kg/h 
PH Value for raw material:          
4. Special characteristics of raw material

   □Viscosity □Heat sensitive  □Explosion hazard □Gas permeability 

□Inflammability   □others:                                                                  
5. Requirements for drying

Final moisture content of finished product:      %      
Finess/size of finished product:        Mesh
Others：                                                                           
6. Required material of machine

 □All SUS304 include platform and stairs    
□Parts contact with product are SUS304  □Others:          
7. Heat source can be supplied

  □Electricity heating   □Steam heating  □ Natural Gas 
8. Other requirements:                                                              
