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Quotation

No. JSQ-2018030801
Date: Mar. 8, 2018
To: Мухтар Каимов
ADD: Kyrgyzstan
Tel: +996 559924449
Fax:
Semi-automatic 1-5L Paint Can Body Making Line

	No.
	Name
	Description
	Qty.
	Unit Price
(USD)
	Total Price
(USD)

	1
	Slitter
	Circle cutter slitter;

Thickness of tin plate: ＜0.5mm (or ＜0.8mm after modification);

Maximum width of tin plate: ＜1050mm (or ＜1300mm after modification);

Minimum width of tin plate: ＞40mm;

Power: 1.1Kw;

Size: 1500*1200*800mm;

Weight: 1400Kg;

With 8 pairs of shears
	1 set
	8200
	8200

	2
	Rounding Machine
	Production capacity: 80 cans/min;

Applicable can diameter: ≥38mm;

Applicable can height: ≤400mm;

Motor power: 0.25Kw, 380V, 50Hz;

Outer size: 700*400*840mm;

Weight: 40Kg
	1 set
	1200
	1200

	3
	Welding Machine
	Semi-auto welding machine equipped with one set of tooling;

Applicable can diameter: 65-176mm;

Applicable can height: 70-250mm;

Production capacity: 20-80CPM;

Overlap: 0.4-0.9mm;

Welding speed: 6-16m/min;

Welding frequency: 80-260Hz;

Applicable material: tin plate, chrome plate, steel-based sheet;

Sheet thickness: 0.18-0.32mm;

Copper wire diameter: 1.38mm;

Cooling water pressure: 0.4MPa;

Cooling water temperature: ≤20°;

Total power: 36Kva;

Outer dimension: 1300*1100*1800mm;

Weight: 1200Kg;

Including one set of calibration tool
	1 set
	23000
	23000

	
	Changeover Tooling
	Changeover tooling for welding machine
	1 set
	2000
	2000

	4
	6-head Necking Flanging Combination Machine
	Production capacity: 40-100cans/min;

Applicable can diameter: 52-160mm;

Applicable can height: 50-280mm;

Motor power: 2.2Kw, 380V, 50Hz;

Outer size: 700*1700*1300mm;

Weight: 1500Kg;
Including one set of tooling
	1 set
	22000
	22000

	
	Changeover Tooling
	Changeover tooling for combination machine
	1 set
	2500
	2500

	5
	Ring Seaming Machine
	Applicable can size: 1-18L round cans;

Speed: 10-20CPM;

Power: 2.2Kw;

Voltage: AC 380V 50Hz;

Weight: 960Kg;

Including one set of seaming tool
	1 set
	6900
	6900

	
	Changeover Seaming Tool
	Changeover tool for ring seaming machine
	1 set
	600
	600

	6
	Bottom Seaming Machine
	Applicable can size: 1-18L round cans;

Speed: 10-20CPM;

Power: 2.2Kw;

Voltage: AC 380V 50Hz;

Weight: 960Kg;

Including one piece of seaming chuck
	1 set
	7100
	7100

	
	Changeover Seaming Chuck
	Changeover seaming chuck for bottom seaming machine
	1 piece
	200
	200

	Total:
	$73,700

	USD Seventy-three Thousand Seven Hundred Only.


Sales Terms

Price term:

EXW.
Time of delivery:


3 months from receipt of your order and Down Payment.
Payment:


30 % T/T Down Payment.

70% T/T Balance Payment before equipment leaves supplier’s factory.

Installation and commissioning:

To carry out test-run of the machines, we shall need a certain quantity of materials to be received at least two months before the estimated delivery date. Should the Seller be asked to procure the materials, the relevant costs will be invoiced to the Buyer.
During installation, seller’s technicians shall be assisted by local plant personnel.

Air tickets, boarding and lodging, local transport fee, visa application fee, oversea insurance are borne by the Buyer.
Testing & commissioning: water, air, electricity & piping should be prepared ready in advance.

The buyer should pay 100USD/Day/man as allowance for the seller’s staff.

Exclusions:
- Positioning 

- Civil work
- Lifting means and labor for unloading and 

- Placement of the machine in your factory 

- Power connections to the electrical cubicles

- Compressed air connections to the machines

- Connections with the existing belt conveyors

- Samples and materials for tests

- Transport and clearance expenses for samples for tests

- Everything which is not indicated in the offer

Guarantee:


One year from the date when the commissioning is completed.

During the guarantee period, defected parts will be shipped free of charge. Under warranty, if personal support is needed, the buyer bears the air ticket, local transportation, boarding and lodging for technicians. 

Validity of this quotation: 
30 days.
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ADD : Room 101/102 Building # G, ZhiShengShiBei Industrial zone,
ShiBei Industrial Road, Huiliang , Da Shi Street,

Pan¥u District, GuangZhou, China

POST CODE:511430

TEX:+86-20-38888996/38888986

FAX:+86-20-388886180

E-MAIL: info@jorson.com.cn www jorson.com.cn
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